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CHAPTER 2

STREAM CHANNEL MODI FI CATI ON AND ASSCOCI ATED
ENVI RONVENTAL EFFECTS

2-1. Channel Modification Designs. The basic concept of all flood contro
channel designs is to reduce flood area and duration by providing a snoot her,
steeper, or larger channel than the existing stream Design capacity criteria
vary based on project settings. Projects in agricultural areas are often
designed to reduce flood durations during planting, grow ng, or harvesting
seasons, while urban channels are typically designed to elimnate flooding in
the protected area for all floods snaller than or equal to design events.
Several types of channel nodifications are commonly used to achi eve project
pur poses, and nost projects include several types of channel designs that vary
fromreach to reach. This chapter discusses sone potentially deleterious

ef fects of channel nodifications, and designers aware of these effects can
mtigate them Potential environmental problens can be brought into the open
when trade-offs are being made during project formulation di scussions with

| ocal interests.

a. Clearing and Snagging. Clearing refers to renpval of woody vegeta-
tion and debris from channel banks and adjacent areas, while snagging refers
to the renoval of debris, |logs, and boulders fromthe channel. C earing and
shaggi ng are sometines enployed as individual techniques and are normally
required for other types of channel nodification. Hydraulic effects of clear-
ing and snagging tend to be short lived relative to other types of nodifica-
tion, and cleared and snagged channels often require frequent maintenance or
r ewor ki ng.

b. Excavated Channels. Natural channels are often straightened,
enl arged, or both to increase flow capacity or to allow for placement of other
structures. Diversion channels are sonetinmes constructed to provide a sepa-
rate path for high flows to a receiving water body and to suppl emrent channe
capacity. Excavated channels traditionally have had straight alignments and
trapezoi dal cross sections, although nore conpl ex designs are being used with
i ncreasi ng frequency. Channel excavation often requires significant clearing
to allow for channel rights-of-way, equipnment access, and placenent of exca
vated material. Dry excavation techni ques, draglines, clanshells, and hydrau-
lic dredging are all conmmonly used for channel excavation. Straightened
channel s often include features such as grade control structures, slope pro-
tection, or paving to prevent channel erosion and instability. Slope protec-
tion and grade control structures are also sonetinmes used on natural or
slightly nodified channels to control bed and side slope erosion

c. Paved Channels. Channels designed to carry high-energy flows are
frequently paved with nonerodi ble material, usually reinforced concrete.
Paved channel s are expensive to construct and are accordingly limted to areas
with steep topography or where | and costs are high. Concrete channels some-
ti mes have rectangul ar cross sections to mnimze |land requirenents.

d. Side Slope Protection. Side slope protection is incorporated into
channel design when erosive velocities are expected to occur and is w dely
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used to prevent erosion along natural channels. WES Technical Report (TR
E-84-11 and Allen (1978), Keown et al. (1977), and O fice, Chief of Engi-
neers (OCE) (1978, 1981c) (see Appendi x A) contain thorough revi ews and
descriptions of side slope protection nethods. Methods may be categorized as
continuous or intermttent, with riprap revetnent as an exanple of continuous
protection while groins and hard points are intermttent designs. Vegetation
and rock riprap are two of the nost comon materials for slope protection, but
gabions, tires, soil stabilizing chenicals, and other materials are sonetines
used. Construction of slope protection usually involves clearing for access,
sl ope gradi ng, and pl acenent of the protective materials or structure.

e. FErosion and Sedi ment Control Structures. Several types of structures
have been used to control scour and deposition in natural and nodified
channel s.

(1) Grade control. Degradation of the channel invert nay be prevented
by pl acing concrete, stone, or sheet piling stabilizer sills across the chan-
nel invert. Stabilizers usually do not extend above the channel invert. Drop
structures may al so be used to provide sudden changes in channel invert eleva-
tion without erosion. Drop structures are used to reduce the gradient of the
mai n channel and to adnmit tributary inflows to a deepened mai n channel w thout
headcutting. Generalized sketches of stabilizers and a grade control struc-
ture are presented in EM 1110-2-1601

(2) Debris basins and check dans. Debris basins and check dans are
sometinmes built upstream of flood control channels to trap | arge bed-| oad
debris. Sedinent basins are sonetinmes used in a sinmilar fashion to trap
smal l er sedinments. This is done to prevent damage to channel I|inings, aggra-
dation of channels, and deposition at stream nouths. The storage capacity of
debris and sedi nent basins nmust be maintained by reexcavation after major
storm peri ods.

f. Culverts. Concrete channels are covered at street crossings and in
some intensively used areas, thereby form ng box culverts. Corrugated netal
or reinforced concrete culverts are used to pass flow through enmbankments such
as roadfills. Culverts sonetinmes devel op problenms with debris bl ockage or
downstream scour. (See ER 1165-2-118 on covered fl ood control channels.)

g. Levees and Floodwalls. Levees are earthen enmbankments that provide
flood protection from seasonal or infrequent high water. |In urban areas where
l and costs are high, concrete or masonry walls may be used instead of |evees
since they require so nuch | ess space than a sl oped enbanknent. Soneti nes
floodwal | s are constructed on top of |evee enbankments. Both | evees and
floodwal | s are frequently used in concert with various types of channel nod-
ification. Levee construction usually requires clearing to allow for earth-
novi ng equi prent access, excavation of borrow areas, and placenent of the
embankment. After construction, |evee side slopes are seeded or sodded, and
vegetation on levees is carefully maintained to avoid conditions that mnight
i npede inspection or endanger structural integrity of the | evee during floods.

2-2. Ceneral Environmental Effects. Environmental effects of channel nodifi -
cation are difficult to categorize because they are interrelated in conplex
ways. In general, effects may be categorized according to the nature of the
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af fected resource: aesthetics, recreation, water quality, terrestrial hab-
itat, and aquatic habitat. Effects may al so be considered primry, secondary,
or tertiary. For exanple, straightening a particular hypothetical channe
results in rapid bed and bank erosion (primary inmpact), which degrades down-
stream water quality due to increased | evels of suspended sedi ment (secondary
i mpact), which adversely affects the aesthetics and aquatic habitat (tertiary
i npacts). The effects of channel nodification on water chem stry, and partic-
ularly the biotic comunity, are difficult although not inpossible to neasure.
Ef fects on aesthetic and recreational resources are difficult to quantify, and
perception of significance varies fromindividual to individual. Typica

physi cal changes and environnental effects due to channel nodification w thout
envi ronnental consideration are depicted in Figure 2-1. Mst channel projects
do not begin with natural unaltered streans; hence, the designer may have the
opportunity, particularly in urban settings, to greatly inprove the streams
environnental conditions. A literature review of the environmental effects of
channel projects is provided by Swal es (1982).

2-3. Effects of Snagging. Effects of snagging apply to all channel projects
except for clearing performed without snagging, which is extrenely rare.
Snaggi ng may have a positive effect on aesthetic and recreational resources
and is occasionally performed to i nprove boating access. The main effects of
shagging relate to aquatic habitat.

a. Invertebrates. Renpval of snags usually allows deposits of |eaves,
twi gs, and fine-grained sedinments to be swept downstream These deposits are
key habitat and nutrient conmponents for many invertebrates (fish-food organ-
isns). In streans with sandy, shifting beds, snags and the organic debris
they trap are the only suitable substrate for many species.

b. Fish. Snaggi ng reduces the area of structures used by both forage
and predator fish for cover, orientation, and territoriality. This simlarly
reduces the total substrate available for primary producers (e.g., algae and
nosses) and sonme invertebrates.

2-4. Effects of Cearing. Limted clearing and debris renoval can inprove
aesthetics and recreational opportunities, but renpval of all woody riparian
vegetati on often has a net detrinental effect on aesthetics and recreation
Maj or effects of clearing have to do with alteration of terrestrial habitat in
the valuable riparian zone. Aliterature review of the environmental effects
of clearing and snaggi ng can be found in WES TR E- 85- 3.

a. Water Quality. Water quality eff cts of clearing are nostly due to
reduced shade and, accordingly, are nost significant for small channels.
Shade renmoval may result in increased water tenperatures and increased |evels
of in-channel photosynthesis, which nmay produce secondary water quality
i npacts such as diel changes in dissolved oxygen and pH

b. Terrestrial Habitat. Streanbanks and associ ated vegetation are
extremely productive and val uabl e habitats due to the rich supply of nutrients
and noi sture, the "edge effect" between the riparian zone and the adjacent
upl and on one side and water on the other, and the diversity of physical con-
ditions created by channel mgration and vegetative succession. The el ongate
shape of the riparian zone creates a high edge-to-area ratio and often
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NATURAL CHANNEL

Suitable Water Temperatures:

Adequate shading; good cover for fish life; mimimal
variation in temperatures; abundant leaf material
input.

Pool-Riffle Sequence

Pool
st sand &
tine gravel

Riffle

coarse gravel

Sorted gravels provide diversified habitats for
many stream organisms

MANMADE CHANNEL

Increased Water Temperatures:

No shading.; no cover for fish life. rapid daily and
seasonal fluctuations tn temperatures, reduced
leaf material input

Mostly Riffle

SRS
Unsorted gravels: reduction in habitats, few
organisms

POOL ENVIRONMENT

‘@ High Flow ‘m

Diversity of Water Velocities:

High in pools, lower in rnffles. Resting areas
abundant beneath undercut banks or behind large
rocks, etc

Sufficient water depth to support fish and other
aquatic hfe during dry season

High Flow
Nty

‘\‘1n-u-'uu"'/r

May have stream velocity highar than some
aquatic life can withstand. Few or no resting
ptaces.

Low Flow

Insufficient depth of flow during dry seasons to
support diversity of fish and aquatic life. Fewf any
pools (all riffle)

changes and attendant environmental
desi gn

Figure 2-1. Typica
i npacts due to channe
conponents (from Nunnally and Kel | er

physi ca
nmodi fi cati on wi thout environnental
1979)
provides a natural corridor through devel oped areas. In prairies and deserts,
riparian zones provi de an extrenely sensitive, scarce, and val uable type of
habi tat. Renmoval of riparian vegetation by clearing for channel construction
or mai ntenance, by induced | and use changes, or by natural succession caused
by drier conditions results in adverse inpacts upon dependent faunal species.
Long-term effects depend on the extent and frequency of maintenance and the
rate of vegetative succession.

c. Aquatic Habitat. Renmoval of riparian vegetation results in reduced
i nputs of |eaves and tw gs, which are inportant as a food base for sone
aquati c organi sns, and increased in-channel photosynthesis (if photosynthesis
is light limted). These changes can shift the aquatic ecosystemfrom a

| east for small streans in the
Loss of overhangi ng vegetation

heterotrophic to an autotrophic state, at
northeastern and northwestern United States.
al so renoves hiding cover for fish
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d. Oher Effects. Shade renpval may result in invasion of the channe
by rooted plants at |ow flows, which can increase hydraulic resistance and
reduce flow capacity. Clearing can al so reduce bank stability and result in
i ncreased bank erosion, depending on |ocal soil characteristics and channe
vel ocity.

2-5. Effects of Channel Excavation. The primary effects of channel straight-
eni ng and enl argenent are usually the renoval of riparian vegetation and
changes in channel stability and in the hydraulic and hydrol ogic regime.
Clearing may be reduced adjacent to enlarged channels as a result of the
reduced flood risk. Additional information is available in WES TR E-82-7 and
WES TR E-85-3. Effects associated with clearing are addressed in para-

graph 2.4 above.

a. Channel Instability. Inproperly designed excavated channels can
experi ence problens with rapid scour of bed and banks, unwanted sedi nment
deposition, and increased sedinent |oads. Channel instability increases
mai nt enance costs, degrades water quality and habitat, and may result in
damage to bridges and utility crossings.

b. Hydrologic and Hydraulic Effects. Hydrologic and hydraulic effects
of channel projects vary widely and can be divided into primry effects, which
are intentional, or at least anticipated (e.g., lowered water tables and
decreased overbank flooding), and side effects, which are unintentional and
usual ly not anticipated (e.g., nore rapid water-1level fluctuations, wetland
drai nage, greater variation of discharge, and increased downstream fl ood
storage). These side effects are usually not well docunmented. For exanpl e,
drier conditions on nearby floodplains and contiguous wetlands can result in
i nduced | and use changes or shifts in floral and faunal communities. Large
i ncreases in nean and maxi num vel ocity or decreases in nean and mini num depth
can be extrenely detrinmental to aquatic organi sns.

c. Aesthetics. The aesthetic value of a project area is determ ned by
t he conbi nati on of | andscape conponents (e.g., landforms, vegetation, and | and
use), climatic factors, and human perceptions or expectations. The signifi-
cance of aesthetic effects is a function of changes in | andscape conponents
caused by a project and factors related to frequency of view ng and project
setting. Mddified channels sonetinmes present a uniform artificial appearance
characterized by straight |ines and early-successional stage vegetation. On
the other hand, a channel with an overall uncluttered appearance and gracefu
bri dges may be nore harnonious with some urban settings than the eroded,
debris-laden streamthat preceded it. Aesthetic inpacts tend to be nopst
severe for channels with straight alignments, extensive clearing, or instabil-
ity problens.

d. Recreation. Channel excavation effects on recreational resources can
be positive or negative and are related to changes in channel depths and
velocities, water quality, access, and aesthetics. Habitat changes affect
consunptive and nonconsunptive uses of fish and wildlife.

e. Water Quality. Water quality changes associated with channel excava-
tion vary widely fromsite to site. Many projects are |ocated in urban areas
and exhibit poor quality prior to channel excavation. Inproved flood contro
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sonmet i mes encour ages expansion of agricultural and industrial activities that
may in turn contribute to degraded water quality. Turbidity generally

i ncreases during construction. Tenperature can be expected to increase if
shade is renoved froma |long reach that is narrow enough to be nostly or
totally canopi ed. Dissolved oxygen concentrations may increase or decrease,
dependi ng on the effects of channel nodification on tenperature, photosyn-
thesis, and reaeration.

f. Terrestrial Habitat. Major effects of channel excavation on terres-
trial habitat are related to clearing and induced | and use changes in riparian
zones (see paragraph 2-4). Inproved drai nage and water table | owering caused
by channel excavation can adversely affect wetlands sone di stance fromthe
channel

g. Aquatic Habitat. The effects of channel straightening and enl arge-
ment on aquatic habitats are simlar to those associated with snaggi ng and
clearing (described in paragraphs 2-3 and 2-4). In addition, channe
strai ghtening wi thout preservation of nmeanders may result in a reduction in
the quantity of aquatic habitat, sonetinmes by as much as 50 to 60 percent.
Even when cutoff nmeanders are left in place to provide habitat, if not prop-
erly designed they often gradually drain, fill with sedinent, or undergo water
qual ity degradation. Channel enlargenent projects may induce flow interrup-
tions during dry periods with resulting inmpacts on aquatic conmunities.

(1) Bent hi ¢ macroi nvertebrates. Benthic nacroinvertebrates have been
observed to recol onize nodified reaches rapidly if water quality and substrate
in the nodified reach are favorable. Channel projects that do not destroy the
arnor |layer or reduce the overall bed material (substrate) size provide a nore
sui tabl e benthic habitat. Sandy bed material tends to be shifting and
unst abl e and have | ow benthi c macroi nvertebrate density.

(2) Fi sh. Fish populations in enlarged or strai ghtened channels tend
to
be nmore uniformin age and size than in unaltered streanms, with snmaller sizes
domi nating. Fish species diversity, density (both numbers and bi omass), and
cat chabl e gane fish nunmbers and biomass tend to decline follow ng channel nod-
ification. These effects on fish popul ations are due to the nore uniform
depths, velocities, illumination, and substrate and to the |oss of cover
| npacts on col dwater streanms tend to be nore severe than for warmater
streans, which is expected due to their |ower species diversity.

2-6. Effects of Channel Paving. Paved channels tend to be acconpani ed by

nost of the inpacts associated with snagging, clearing, and channel excava-
tion, and tend to have additional detrimental effects on aesthetics, water
quality, and aquatic habitat. Parrish et al. (1978) sunmarized studies of the
effects of concrete channels in Hawaii on water quality and aquatic biota, and
many of their conclusions have general applicability.

a. Aesthetics. Conventional reinforced concrete |linings present an
artificial, unnatural appearance relative to a natural stream channel
Straight lines and uniformty of form texture, and color are | ess desirable
than the visual diversity offered by npst natural neandering channels with
veget at ed banks. In sone cases, the appearance of a lined channel may be
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perceived as an inprovenent over a severely degraded setting characterized by
cavi ng banks, solid waste, debris, etc.

b. Water Quality. Some |lined channels have been observed to experience
much greater nmaxi mum water tenperatures and ranges of diurnal fluctuation of
wat er tenperature than nearby natural streanms. These effects are often due to
the wide, shallow flows; |ack of shade; solar heat transfer by the lining
materi al ; and focusing of solar energy by the vertical walls. Qher water
quality paraneters are affected by tenperature. Al gae growh may occur on
unshaded channel bottons and can raise pH |l evels and increase dissol ved oxygen
concentrations during the day. The stability inposed by channel |ining can
decrease | evel s of suspended solids and turbidity.

c. Terrestrial Habitat. In addition to the effects noted in para-
graphs 2-4b for clearing and 2-5f for channel excavation, paved channels with
extremely steep, smooth sides can be inpassable for sone terrestrial aninals.
Access to and across the channel may be prevented, and animals that fall into
t he channel may be trapped.

d. Aquatic Habitat. Effects of channel paving on aquatic habitat are
related to effects on water quality, substrate, and hydraulics. Water quality
ef fects (paragraph 2-6b) can elimnate species or groups of species. The
channel lining itself is a radical departure fromthe natural bed materia
that serves as substrate for benthic organisnms. Many fish species are al so
af fected by substrate changes since they feed upon the benthic organi sns and
require certain types of substrate for spawning. Flows in paved channels tend
to be extrenely shallow at |ow to normal di scharges and extrenely rapid at
hi gh di scharges. These conditions nay be unfavorable to some popul ati ons of
aquati c species.

2-7. Effects of Side Slope Protection. The environmental effects of slope
protection are related to the anount of clearing required and the type and
extent of the protection works. Conpletely stabilized channels are no | onger
free to migrate laterally and to devel op diverse terrestrial and aquatic habi -
tats. Vegetative succession proceeds without interruption from channel nove-
ment, and no new backwater areas are formed to replace those lost to the
natural processes of sedinmentation. Available information regardi ng environ-
mental effects of slope protection is reviewed in WES TR E-84-11

a. Aesthetics. Mst observers perceive the visual contrast between the
natural environnent and nost types of slope protection works as undesirable.
The degree of visual inpact depends on the type of structure, the materials
used, and the anpunt of revegetation allowed. In some cases, revegetation can
conpl etely obscure slope protection structures after a few grow ng seasons,

m ni mzing the visual inpact of the structure.

b. Recreation. Depending on design, slope protection can aid or hinder
access to the water s edge for recreation or sightseeing.

c. Water Quality. Water quality inpacts of slope protection tend to be
simlar to the effects of clearing (paragraph 2-4a). In addition, suspended
solids and turbidity levels tend to increase during construction, but these
decrease after construction is conpleted and side slopes are stabilized.
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d. Terrestrial Habitat. Construction of slope protection has effects on
terrestrial habitat sinmlar to those fromclearing (paragraph 2-4b). Sl ope
protection structures may hinder wildlife access to the channel and preclude
use of banks for denning. Vegetation cleared during construction can some-
ti mes be replaced by natural invasion. At other tinmes, plantings may be
required to ensure devel opnent of particular plant communities to achieve
speci fic objectives.

e. Aquatic Habitat. Slope protection can have both positive and nega-
tive effects on aquatic habitat. Grading and pl acenent of continuous protec-
tion destroys habitat diversity provided by physical features such as snags
and under cut banks, which are used by fish for protective cover. Stone and
other materials provide stable substrate readily col onized by nmany speci es of
bent hi ¢ macroi nvertebrates. Stabilization of adjacent substrate provides
addi ti onal habitat for burrowi ng benthic species. Protection can reduce sus-
pended sedi ment concentrations and turbidity |levels detrinental to aquatic
species. On small streans, renoval of overhanging riparian vegetation can
reduce shadi ng and cause increases in water tenperature and photosynthetic
activity. Placenent of noncontinuous, intermttent structures projecting into
the stream creates protected slackwater habitat on the downstream si des of
structures and encourages deposition of stabilized substrate.

2-8. Effects of Sedinent Control Structures and Culverts. By stabilizing the
channel and preventing rapid transport of |arge volunmes of sedinment, sedinent
control structures usually have positive effects on aesthetics, recreation,
water quality, and aquatic habitat. Adverse inpacts are related to the

appear ance of the structure and bl ockage of migration routes.

a. Aesthetics. Sedinment control structures may inmprove or degrade
aesthetic resources, depending on the degree to which they are visually com
patible with their settings in terns of the scale of the structure and the
color and texture of the materials used.

b. Recreation. Some drop structures provide the opportunity for inclu-
sion of water recreation features such as boatways. However, drop structures
and culverts can be barriers to boaters or canoei sts and shoul d be desi gned
and managed to avoid hazards to boaters, waders, and swimrers at high flows.

c. Aquatic Habitat. Culverts may bl ock fish nmigration due to their
l ength, the vertical drop in the water surface at the downstream end, poor
approach conditions, or flow conditions within the culverts. Drop structures
can simlarly block fish passage. Extrenmely long culverts represent a | oss of
aquatic habitat due to the lack of illum nation and natural substrate.

2-9. Effects of Levees and Floodwalls. The primary environnental effect of

| evee systenms is the creation of drier conditions on the protected floodpl ain,
which frequently |l eads to | and use changes. |f the natural channel is unal-
tered and some riparian habitat is preserved between the | evees, |evees can
have | ess adverse effect on habitats than do other types of channel nodifica-
tion. Reduction of the extent of floodplain inundation may affect the spawn-

i ng success of some speci es.
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a. Aesthetics. Levee embanknments and floodwalls are normally massive
and uniform with rigid, straight lines. Views of the | eveed streamare often
bl ocked. However, |evees may add visual diversity to floodplains devoid of
t opographic relief and provide scenic overlooks of the river and riparian
ar ea.

b. Recreation. Levee projects can inprove access to the | eveed stream
and riparian |ands and | end thensel ves well to several types of recreationa
devel opnent such as trails or fishing in borrow pits. Floodwalls w thout
pedestrian openi ngs can hinder public access to the water edge.

c. Terrestrial Habitat. Substantial ampunts of clearing are sonetines
requi red for enmbankment construction, borrow areas, and access. After con-
struction, the usual practice is to allow only uniformsod with grass 2 to
12 inches high to grow on the | evee enbankment, which is of value only to
speci es inhabiting open areas. The | evee produces drier conditions on the
| andsi de. Land use changes, such as clearing for agriculture, may be induced
on the | andside, while the changed regi me between the | evees alters plant and
ani mal species. In general, the deeper and nore prolonged flooding and the
wi der range of flow fluctuations will restrict the devel opnment of ground cover
and tenporarily alter habitats of dependent animal species such as ground-
dwel | i ng mamal s.
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